
 

 

4 Derrick Shale Shakers, Mud 
Pumps, Dragon Frac Tank 
Trailers; Fuel, Water and 

Shaker Tanks; Failing Rigid 
Mast, Containers, Work 

Trestles, Hose, Connectors 
from a Land Drilling Company 

VIEWING DATE  BIDDING DATE 

Tuesday 3 November 
by appointment only 

 
From 11.00am 
Wednesday 4 

November 

COLLECTION DATE  LOTS LOCATION 

Tuesday 10 November 
and Wednesday 11 

November by 
appointment only 

 

Nottingham 

 
 



 

IMPORTANT INFORMATION 
 
By Instructions Of: A Retained Client 
 
Viewing:  Tuesday 3 November strictly by appointment only, contact the 

office on 01274 752142 to arrange your appointment. Viewing 
appointment must be booked 24 hours before the viewing day.  

 
Auction Ends: From 11.00am Wednesday 4 November – please note the lots 

close in 30 second intervals and have the auto extension where 
if a bidder bids in the last 10 minutes that lot will extend back to 
10 minutes and start to count down again.  

 
Location: Nottingham 
 
Lot Information:  All lots are sold as seen, viewing is recommended, as no 

condition reports will be given out or refunds. Lot descriptions are 
provided in good faith. It is the bidders responsibility to make sure 
they are satisfied with the conditions of the lots prior to bidding. 
All lots are subject to 20% VAT along with 20% buyers premium 
plus VAT. 

 
Bidding:  It is the bidders responsibility to check the bid amounts before 

confirming, as there will be no retraction of bids. All bids are 
legally binding. 

 
Invoices:  All invoices will be emailed to your registered email address on 

Wednesday 4 November. 
 
Payment:  The only payment method we accept is bank transfer payment 

and it is due within 24 hours of the auction ending. The details of 
the bank account will be provided on the invoice and invoice 
email.  

 
Collection of Lots:  All lots must be removed Tuesday 10 November or Wednesday 

11 November by appointment only. When collecting please make 
sure to bring sufficient manpower and tooling for removal of lots. 
Pinder Asset Solutions does not supply a packing or delivery 
service. If you are using a courier service, please make them 
aware no lots will be packaged. Lots will only be released on the 
production of a valid paid collection note. Overseas purchasers 
will be responsible for their own shipping and export including 
providing EORI numbers and products codes for shipping 
requirements, we are unable to provide this service. 

 



 

CATALOGUE  
 
Lots 
 
1 Failing 70-180 Rigid Mast, 62ft, static hook load capacity 240,000 lbs with 6 lines 

strung to travelling block, crown block has 6 x 20in diameter x 1⅛in groove sheaves, 
Ideco Shorty travelling block, 125T capacity with 3 x 30in diameter sheaves grooved 
for 1⅛in drilling line, complete with racking platform 

2 Derrick Flo-Line Cleaner Shale Shaker 

3 Derrick Flo-Line Cleaner Shale Shaker 

4 Derrick Flo-Line Cleaner Shale Shaker 

5 Derrick Flo-Line Cleaner 2L48-90F-3P twin Shale Shaker, with base frame, Atex 95, 
serial number 8155-06-1081 

6 Double skin 20ft Container Fuel Tank, 4000gallons, used to store gas/oil 

7 Double skin 20ft Container Fuel Tank, 4000gallons, used to store gas/oil 

8 20ft Shipping Container, with racking, cabinets and contents 

10 Containerised Changing/Drying Room, 20ft, with personnel door, bench, clothes 
racks, shelving, 3 wall mounted fan heaters and extractor fan 

11 20ft Shipping Container 

12 Fabricated Gantry Walkway, overall length 22.02m excluding the ramp, comprising 
section 1 - length 9.28m x 1.17m x 1.08m; section 2 – length 2.42m x 1.17m x 1.08 
to 1.93m; section 3 – length 5m x 1.17m (no legs – sits on sections 2 and 4); section 
4 – length 5.32m x 1.17m x 1.93m; ramp length 5.85m including 2.85m plated 
section x 1.4m x 1.2m and sits over section 4 

17 Titan BT2500 bunded Diesel Tank, 2500litres, 2530mm x 1430mm x 1400mm 

18 Steel Rack 

19 Quantity plastic Filter Medium 

20 3 adjustable Pipe Stands 

20A 6 various Pipe Stands 

20B Quantity various Pipe Stand Components, U Brackets, etc 

20C 2 Rollers 

22 Clearspan aluminium framed Structure, single personnel door, dismantled, no PVC 
walls or roof 

23 Dragon Products Texas twin axle Frac tank trailer comprising 3-compartment Water 
Tank, active compartment 4550 gallons, reserve compartment 4550 gallons, pill 
compartment 3150 gallons, total capacity 10500 gallons, each compartment has 
5HP agitators 

24 Fabricated 2-section open top Water Tank, 3060mm x 2400mm x 1450mm 

26 Skid mounted Mixing Tank, capacity 2160 gallons, with hopper feed, Brandt agitator, 
pipework, steps, lifting bridle 

27 National/Oweco C150B Duplex Mud Pump, skid mounted with Cummins NT855G2 
engine, in an acoustic enclosure 



 

28 Continental Emsco F800 triplex Mud Pump, with Mission 5 x 6 charge pump and 25 
hp electric motor and Hydril K20-5000 pulsation dampener 

28A Quantity of Spares for Continental Emsco F800 pump (lot 28) including 2 unused 
modules, liners, piston rods, pistons, valves, springs, seats etc. 

29 Mixing/Holding Tank, capacity 17,028 gallons 

33 Skid mounted Circulating Fluid Tank, with MCM 5x6 centrifugal pump and Brook 
Hansen motor, 6400 gallon capacity 

34 Skid mounted 2-compartment Fluid Tank, 4500 gallon capacity 

36 Shaker Tank, 2 compartments, capacities per compartment 3240 gallons, 2 Thule 
VSM linear motion shale shakers, Baroid Mud Cleaner with 6 x 4” cones and 
Poorboy degasser, roof frame and 2 dome flameproof lights, 3 strip flameproof lights 

37 Active Tank, with 4 compartments, capacities 1150, 2620, 2835 and 800 gallons, 2 
agitators, roof frame and 3 dome flameproof lights, 4 strip flameproof lights 

38 Skid mounted Water Tank, capacity 2145 gallons, with mono pump and electric 
motor, 1550mm x 2520mm x 2500mm 

39 Frame mounted open top Fluid Tank, 9000mm x 2600mm x 1100mm, with 
outlet/inlet valves 

40 Open top Water Tank, 2400mm x 3060mm x 1400mm (contents not included) 

42 Fabricated Storage Bin, 20ft x 8ft (contents not included) 

43 Fabricated Storage Bin, 10300mm x 2430mm x 900mm 

44 Tubular framed Stillage, 2000mm x 800mm x 800mm 

46 Pair fabricated U-shaped trailer mountable Pipe Stands 

47 2 fabricated U-shaped Pine/Profile Stands, 2130mm x 1120mm, with height 
extensions 920mm long 

48 2 pairs self standing Storage Stands, 1980mm high 

49 Pair fabricated Pipe Stands, 3000mm x 770mm 

50 Pair fabricated Pipe Stands, 3000mm x 770mm 

51 Pair fabricated Pipe Stands, 6000mm x 770mm 

52 Pair fabricated Pipe Stands, 9050mm x 1080mm 

53 Pair fabricated Pipe Stands, 9050mm x 1080mm 

54 Pair fabricated Pipe Stands, 3160mm x 1080mm 

55 Pair fabricated Pipe Stands, 3160mm x 1080mm 

56 Pair fabricated Pipe Stands, 3160mm x 1080mm 

57 3 fabricated Pipe Stands, 8370mm x 478mm 

59 Pair fabricated Pipe Stands, 8370mm x 478mm 

61 Pair fabricated Pipe Stands, 2540mm x 470mm 

62 Pair fabricated Pipe Stands, 2510mm x 1120mm 

63 Pair fabricated Pipe Stands, 5000mm x 1020mm 

64 Pair tubular Pipe Stands, 1850mm x 900mm 



 

65 Pair tubular Pipe Stands, 930mm x 900mm 

66 Pair fabricated Storage Frames, 2400mm x 800mm and 450mm x 730mm 

68 Fabricated Drip Tray, 3020mm x 1520mm x 300mm 

69 Fabricated Drip Tray, 2500mm x 1250mm x 240mm 

70 Fabricated Drip Tray, 2500mm x 1000mm x 140mm 

71 Fabricated Drip Tray, 1230mm x 1000mm x 22mm 

72 Fabricated Drip Tray, 1410mm x 1150mm x 200mm 

73 Fabricated Storage Enclosure, 2020mm x 790mm x 1590mm, with forklift sleaves 

75 Length Canaflex Pipe, 8in, 2750mm, with Bauer coupling 

76 Discharge Flume 

77 High pressure Kicker Hose, 4in, 7750mm long, with 1602 knock on union, 5000psi 

78 6 lengths High Pressure Hose, 345bar working pressure, 5000psi working pressure, 
Anson figure 1502 knock up unions, 10000psi 

80 Quantity Alfagomma Air Hose, 2½in 

81 4 lengths Flexi and Solid Hose, 4in, approx. 6000mm 

82 Fabricated Storage Cabinet, with forklift sleeves and lifting eyes, 1230mm x 
1260mm x 1500mm 

83 Fabricated Elevated 4-section Work Platform, 1550mm diameter x 1060mm high, 
with hand rails 

84 Green Pipe, 9000mm 

87 2 Concrete Weights, with steel FLT lifting sleeve, 1400mm diameter x 500mm 

88 Twin Submersible Pump Shroud, 13⅜in x 4900mm 

89 Submersible Pump Shroud, 6in x 4000mm 

90 Submersible Pump Shroud, 9⅝in x 4000mm 

91 Submersible Pump Shroud, 9⅝in x 4000mm 

92 Submersible Pump Shroud, 9⅝in x 4000mm 

93 Submersible Pump Shroud, 14in x 4000mm 

94 Submersible Pump Shroud, 10¾in x 5115mm 

95 Submersible Pump Shroud, 9⅝in x 4000mm 

96 Quantity various Flanges, to pallet 

97 16 lengths Drill Rods, left hand thread, 3000mm, and 6 lengths Drill Rods, 1500mm 
and 1100mm, and 2 T Sections 

98 9 lengths 9⅝ Casing/Steel Tube, range 3, threaded, approx. 40ft long average 

99 9 lengths 9⅝ Casing/Steel Tube, threaded, approx. 5000mm long average 

100 Mobile bunded Barrel Trolley, with pneumatic pump 

101 Stand mounted Draining Tank, 300mm x 280mm x 280mm 

105 Perar Trunnion mounted Ball Valve, type EC 



 

110 9 various Couplings 

123 Quantity various Pipe Clamps 

129 10 Straub Grip 16-T-100 Pipe Connectors M158-160 

130 10 Straub Grip 16-T-100 Pipe Connectors M158-160 

131 10 Straub Grip 16-T-100 Pipe Connectors M158-160 

132 10 Straub Grip 16-T-100 Pipe Connectors M158-160 

133 10 Straub Grip 16-T-100 Pipe Connectors M158-160 

134 10 Straub Grip 16-T-100 Pipe Connectors M113-115 

135 10 Straub Grip 16-T-100 Pipe Connectors M113-115 

136 10 Straub Grip 16-T-100 Pipe Connectors M113-115 

137 10 Straub Grip 16-T-100 Pipe Connectors M113-115 

138 8 Straub Grip 16-T-100 Pipe Connectors M113-115 

139 3 Straub Grip 16-T-100 Pipe Connectors M008-890 

149 Quantity various Pipe Connectors, etc 

150 3 Butterfly Valves, 9¾in 

157 Kent Flowmeter, 6in x 150mm 

158 Kent Flowmeter, 8in x 200mm 

160 Kent Flowmeter, 4in x 100mm 

169 2 lengths Hydroscand Gammaflex 5 Hydraulic Hose, with fittings 

170 Approx 28 short lengths Hydraulic Hose, various diameters 

171 Approx 5 various lengths Hydraulic/Air Hose 

174 Length Europower Europulse 1 Hydraulic Hose, 185bar 

175 2 lengths Alfagomma and Hydroscand Hydraulic Hose, 4640psi and 5510psi 

178 6 lengths heavy duty Hydraulic Hose 

179 Length Parker Hose, 165bar, with dispensing nozzle 

181 2 lengths Air Hose 

185 Approx. 12 Braided Hose, approx. 600mm 

186 Approx 16 Braided Hose, approx. 900mm 

187 Approx. 16 Braided Hose, various lengths 

188 7 lengths Metronab B-Flex Hose with valve to one end 

189 6 lengths Metronab B-Flex Hose with valve to one end 

192 10 lengths Metronab B-Flex Hose with valve to one end 

193 10 lengths Metronab B-Flex Hose with valve to one end 

194 10 lengths Metronab B-Flex Hose with valve to one end 

195 9 lengths Metronab B-Flex Hose with valve to one end 

196 4 Metronab B-Flex Hose, 1100mm 



 

197 18 Metronab B-Flex Hose, various lengths (cryoflex) 


